20000227.ba v02_n816.bam.20000227 


>From ???@??? Sun Feb 27 16:12:26 2000 -0600 

Date: Sun, 27 Feb 2000 16:09:58 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2816 

Message-Id: <20000227221600.3A7472750F@devel43.theporch. com> 


BOATANCHORS Digest 2816 
Topics covered in this issue include: 


1) RE: Operation Transcon Chirp Tonight 
by "Christopher A.Bowne" <radiobwn@riconnect.com> 
2) Stancor and his friends 
by Michael N HoN Hopkins <mnhopkins@juno.com> 
3) Re: British sets 
by David Stinson <arc5@ix.netcom.com> 
4) Re: British sets 
by "Hue Miller" <kargokult@proaxis.com> 
5) Re: British sets 
by "Sandy W5TVW" <ebjr@i-55.com> 
6) Re: British sets/ P38 
by Andre Guibert <aguibert@sympatico.ca> 
7) Ww2 
by =?1so-8859-1?q?ragnar=20o0tterstad?= <la5he@yahoo.no> 
8) Re: WW2 
by "Hue Miller" <kargokult@proaxis.com> 
9) Re: 180-L3A: "Cannon" plug 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve. com> 
10) Re: Black (and other) Capacitors 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
11) Re: British sets 
by Bob Roehrig <broehrig@admin. aurora. edu> 
12) AN/GSC-T1 Code training set 
by "Lawrence R. Ware" <lrware@pipeline.com> 
13) VSS Information Request 
by George Sieverson <k9gdt@core.com> 
14) Tube Test Data for 6688 
by "Grant Youngman" <nq5t@home.com> 
15) Re: British sets 
by Jerry Proc <jproc@idirect.com> 
16) Re: 4K-Ultra help needed 
by "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
17) FS: E F Johnson Electronic T-R Switch 
by Michael Crestohl <mc@sover.net> 
18) Re: AN/GSC-T1 Code training set 


by Al Parker <anchor@coastalnet.com> 
19) Re: [R-390] 389/391 Tag #'s 
by Tom Smith <tsmith@hal-pc.org> 
20) Re: Tube Test Data for 6688 
by jan@skirrow.org 
21) Re: [Racal] Tube Test Data for 6688 
by Tom Smith <tsmith@hal-pc.org> 


Message-ID: <Q1BF80F9.D5307D00@dial141.pm3-v90.mystic.riconnect.com> 
From: "Christopher A.Bowne" <radiobwn@riconnect.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: Operation Transcon Chirp Tonight 

Date: Sun, 27 Feb 2000 08:08:24 -0500 


Sorry to say that I had to scrub the mission from here...was in sick bay 
with a really nasty fever that spiked up out of nowhere late Saturday 
morning and left me feeling like I had been run over by a truck. But I did 
copy the gang on my Radio Shack DX-392 portable from bedside - even on its 
4 foot whip the East Coast gang were loud and clear, and I was able to copy 
a little of Dennis and Hank from the West Coast. Hank's signal was 
suspisciously chirp free -if it was a BC-375, he was driving it with an 
outboard MO! Sounds like everyone had a great time! BTW, I'm feeling a 
lot better this morning. 


73, 


Chris Bowne, AJ1G 
Stonington, CT 
radiobwn@riconnect.com 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sun, 27 Feb 2000 07:17:11 -0800 

Subject: Stancor and his friends 

Message-ID: <20000227 .072001. -25537.2.MNHopkins@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: Michael N HoN Hopkins <mnhopkins@juno.com> 


How about the Stancor ST-203A 10 Meter AM rig?? Or was that a 60s 
box?? 


VV VV 


73 de Tom/W40KW 


The Stancor ST-203 A dates from 1948, according to Brand. It would 


convert from 10-11M to 209, 40 or 75 M and ran 28W out via 6V6 to 2E26, 
the tube that launched a thousand TVI complaints in the next apogee of 
sunspots, the Golden Agfe of 6M. 


Of similar vintage is my Subraco MT-15X and the later upgrade, which has 
a green face and white knobs. The first Subraco is a dignified gray. 


Those were TX only, but Transcon had TXs for 6 and 10 with built in 
converters for output to the car radio. That helped as Gonset stuff was 
pricey. 


All these rigs were preludes to the 40 or so 6M AM Transceivers that came 
in the mid to late 50s and persisted thru the early '60s when they, like 
so much about old ham radio, were killed off by the SSB craze. 


ab5L -- Michael N. Hopkins MNHopkins@JUNO.com 
Box 226841, Dallas, TX 75222 
Archiving receive converters and the Golden Age of 6M -- 1956-58 


YOU'RE PAYING TOO MUCH FOR THE INTERNET! 

Juno now offers FREE Internet Access! 

Try it today - there's no risk! For your FREE software, visit: 
http: //dl.www.juno.com/get/tagj. 


Message-ID: <38B92592.16947251@ix.netcom.com> 
Date: Sun, 27 Feb 2000 07:24:34 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: British sets 

Content-Type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 


Ben, In just defense of the noble spirit of England, wrote: 
WELL ! that can not go unchallenged. 


Before one starts slating off British radios I suggest one should 
really learn the subject, hi. 

TouchE! I was too lazy to get the book down 

and find the correct nomenclature, so I guessed 

at "TR1154." Now I must pay for my sloth ;-). 


> 
> 
> 
> 


> As for looks, the T1154 (not TR1154, which did not become the SRC522) 
> is one of the nicest radios around. It looks so good that most xyl's will 
> even have one in the house.... 


I must admit that the 11154/R1155 and some of the other sets 
you mention are attractive if one is going on a spring outing 
and needs a colorful radio for playing background music. 

But since they're so boxy, lumpish and heavy, one should 
bring along several nephews and uncles to help carry them. 


But being "colorful" is not the same as being "beautiful." 

The BC-348 and BC-375- these are WAR FIGHTING machines! 

Dour and sullen... They are like the black knights of old. 
Their beauty is in their stark and forbidding appearance, 

with just the right amount of contrasting color- applied sparsely 
but effectively- to show pride and confidence in one's purpose. 
With great and due respect to my kin, the Order of The 19, 

The WS-19 looks more like a very stylish 50s ham rig 

then a hard and confident warrior. 

A great battleship would be less beautiful with red turrets, 
green decks and a bridge bedecked with yellow daises. 

The SCR-522, however, goes too far. Rather than a radio, 

it looks more like something one would 

drop on the enemy from a Halifax bomb bay. 


(You know, of course, that I'm actually just venting 

my jealousy. I covet the unobtainable (for me) 7T1154/R1155 sets. 

And I'm miffed at the great Churchill 

for insisting we build the hideous SCR-522. 

The sleek, elegant SCR-274N VHF set should have been adopted! Humph!) 


(nudge nudge wink wink say no more ;-) 
73 Dave Stinson 


Message-ID: <004c01bf£812a$0986c520$3ec66ac6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: British sets 
Date: Sun, 27 Feb 2000 05:53:28 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: 7bit 


es Original Message----- 
From: David Stinson <arc5@ix.netcom.com> 


|The sleek, elegant SCR-274N VHF set should have been adopted! Humph!) 
| 


|73 Dave Stinson 


--Dave, since Ben brought up the ‘colour issue', 
you could have delivered a knockout riposte 

by mentioning the most excellent contrast of 
fresh black wrinkle on an ARC-5 transmitter, 
contrasting to a sky blue nameplate, contrasting 
to a bright red HV warning label. Cute! "Bet 

you can't have just one!" 

Hue Miller 


Message-ID: <0Q01a01b£8129$c06749a0$c764e7d0@sandy-s-pentium> 
From: "Sandy W5STVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: British sets 
Date: Sun, 27 Feb 2000 07:47:49 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I say...was the R-1155 the same animal as the BC-652? Maybe 
I've 
got my bloody numbers wrong, but nonetheless, there was a 
"tunable" 
SCR-522 receiver around this side of the pond. 

Speaking of driving on the left, and aero engines "turning 
the wrong way" etc. 
What messed me up for a while when I worked for Marconi, is all 
the 
toggle switches were turned upside down. 
was UP! 
I managed to pick up all the "valve, earth, H.T." lingo with no 
problem at all. 
Even learned the "Pounds/Shillings/Pence" system, but it took me 
a bit of 
time to learn the "switch position" routine! Right! 

73, 
Sandy W5TVW 


on" was DOWN, "off" 


P.S.: I learnt that "Brits" never greet each other with "HI!" 
That seems to 
be strictly a "Yank" thing! 


Date: Sun, 27 Feb 2000 09:05:12 -0500 (EST) 
Message-Id: <1.5.4.16.19800104095319 .270f£12cc@pop1.sympatico.ca> 


Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
To: Old Tube Radios <boatanchors@theporch.com> 
From: Andre Guibert <aguibert@sympatico.ca> 
Subject: Re: British sets/ P38 


Bonjour to All 


You could get crossed eyed looking at a P38 with its 

engines turning opposite. 

I have a TRID that was used during the Battle of 

Brittain, by Hurries, Spits and even later in Lancs. 

Used a 2v wet batt. and HV dry cells. 

(That makes it legal Jack), I voudrais not fache at moi. 

Andre 

PS Flew a Lanc and Mossie, it was safer to stand in the 
back to check the rotation, a matter of point of view. 


>I know for a fact that the Spit, Lanc Hurricane and Sea Fury amongst a 
>few rotated the wrong direction. Hi Hi. 
> 


> 
>Hank 

> 

> 

> 

Andre Guibert 
aguibert@sympatico.ca 


Message-ID: <20000227142236.10110.qmail@web1802.mail.yahoo.com> 
Date: Sun, 27 Feb 2000 15:22:36 +0100 (CET) 

From: =?iso-8859-1?q?ragnar=200tterstad?= <la5he@yahoo.no> 
Subject: WwW2 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 


But being "colorful" is not the same as being 
"beautiful." 

The BC-348 and BC-375- these are WAR FIGHTING 
machines! 

Dour and sullen... They are like the black knights 
of old. 

Their beauty is in their stark and forbidding 
appearance, 

with just the right amount of contrasting color- 
applied sparsely but effectively- to show pride and 
confidence in one's purpose. 

With great and due respect to my kin, the Order of 
The 19, 

The WS-19 looks more like a very stylish 50s ham rig 


VV VV VV VV VV 


then a hard and confident warrior. 

A great battleship would be less beautiful with red 
turrets, 

green decks and a bridge bedecked with yellow 
daises. 

The SCR-522, however, goes too far. Rather than a 
radio, 

it looks more like something one would 

drop on the enemy from a Halifax bomb bay. 


(You know, of course, that I'm actually just venting 
my jealousy. I covet the unobtainable (for me) 
T1154/R1155 sets. 

And I'm miffed at the great Churchill 

for insisting we build the hideous SCR-522. 

The sleek, elegant SCR-274N VHF set should have been 


VV VV VV VV V VV VV VV VV VV NV 


Wait untill you have seen some of the Luftwaffe 
radios! 
F ex FUG 16 or FUG10 sets ! 


73, Rag lad5he Collector of German WW2 radios. 
Do Voi Yahoolt.  ) 
FA din egen, gratis @yahoo.no-adresse pA http://mail.yahoo.no 


Message-ID: <0Q00601bf£8131$83fdeb60$3ec66ac6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: WwW2 

Date: Sun, 27 Feb 2000 06:47:03 -0800 


MIME-Version: 1.0 

Content-Type: text/plain; 
charset="iso0-8859-1" 

Content-Transfer-Encoding: 7bit 


It's interesting how the different countries 
chose different colors for their communications 
equipment. Maybe the US wanted non-distracting 
non-reflective colors in the cockpit or operator 
area, but blue, grey, and green seem to have 
worked for others without any noticeable 
negatives. 
Some US gear also came in 2 flavours: 
for example, SCR-506, seems to have been 
most of them black, but apparently some 
were green. One radio, the RBD, i have seen 
in "2 tone" finish, black and green! How explain 
that! 
What do i like most? Probably light green, like 
the 19 set case, or light blue, like some of the 
RCAF equipment. 
Hue Miller 
[ Tonto: "You wear mask when go to town?" 

Lone Ranger: "No, I'll go disguised." (1947) ] 


Date: Sun, 27 Feb 2000 09:51:52 -0500 
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: Re: 180-L3A: "Cannon" plug 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200002270952_ MC2-9AD9-2FAQ0@compuserve.com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Hans & Group, 


The Cannon "K" series connectors (WK, GK, SK, NK, FK and LK) were used on= 
a 

lot of Navy sets in the 40's. I won't go so far as to say that the Signa= 
1 

Corps never used them, but off the top of my head, I can't think of an 
example. The SK-C16 was also used on the TCS transmitters, the ARB/ATB 
(with alternate keying), and several others. I have boxes of the things 
in 

several flavors. The -23C has a right angle cable clamp back shell. The 


other two that you mentioned are right angle and straight conduit back 
shells. The one that you didn't mention, -21C, would be a straight cable= 


clamp. The fraction on the end is the nominal cable clamp or conduit 
diameter. In many respects, I consider the "K" series nomenclature syste= 
m 

as being superior to the AN (MS or MIL-C-5015) system. But that's anothe= 
Xr 

story. 


73, 

Robert Downs 
WA5CAB 
Houston 


Date: Sun, 27 Feb 2000 09:51:51 -0500 
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: Re: Black (and other) Capacitors 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200002270952_MC2-9AD9-2F9E@compuserve.com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Group, 

I and my experience agree with Arden, Jan, et al. When I see a phrase li= 
ke 

"completely re-capped" in an ad, I generally do the same thing that I do 
when I see "w/AC PS" and some other phrases - skip to the next one. I us= 
ed 

to collect Command Sets, and still collect the BC-312 family (314, 342 & 
344) and BC-221's. I once had several hundred NOS canned capacitors from= 
the former, and set up and did wholesale testing and reforming on them. = 


Discard rate was less than 5%. I've had similar experience (although not= 


with NOS replacements) with the capacitors in the BC-312 family and the 
BC-221's. I encountered one BC-342 and no BC-221's were virtually all of= 


the canned capacitors were bad. 


And incidentally, Dave's suggestion of running the RAT's B+ on the heater= 


supply sounds like an excellent suggestion, and one that I probably would= 


not have thought of. Coupled with an RL-5/6/7/24, you'd probably never 
know the difference, except for the lack of the dynamotor sound. Pull th= 
e 

HV brushes and you could have that as well. :-) 


73, 

Robert Downs 
WA5CAB 
Houston 


Date: Sun, 27 Feb 2000 09:57:20 -0600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: British sets 

Message-ID: <Pine.OSF.3.96.1000227095626 .29743C-100000@admin. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Sun, 27 Feb 2000, BEN NOCK wrote: 


As for looks, the T1154 (not TR1154, which did not become the SRC522) 

is one of the nicest radios around. It looks so good that most xyl's will 
even have one in the house. It is a clear, easy to use set, large coloured 
(note spelling of coloured... the English way !) knobs and a smart balanced 
appearence. 


VV VV WV 


Ah, maybe that's the problem - some sets are coloured and some are 
colored. 


"Nostalgia is a thing of the past" 
E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-4222 


Message-Id: <3.0.5.32.20000227110418 .00948a30@pop. pipeline. com> 
Date: Sun, 27 Feb 2000 11:04:18 +0000 

To: Old Tube Radios <boatanchors@theporch.com> 

From: “Lawrence R. Ware" <lrware@pipeline.com> 

Subject: AN/GSC-T1 Code training set 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi Folks! Long time no talk to.... :-) 
A Recent arrival here at Larry's Home for Wayward Electronics: 


One AN/GSC-T1 Code training set made by the McElroy Mfc. Corp. 

Unit seems complete and unmodified, but missing the accessories in the lid. 
MFP treated, and still has the original VT type Navy logo tubes in it. 
Looks like it runs on 120VACor 6VDC/12VDC as it has two vibrator PS's 

in it. Built into a heavy duty box painted Navy Grey. 


My uncle, the ex-Navy Radioman dug this out of his basement and hauled 
the thing all the way here just to drop it on my doorstep in case I wanted 
the parts.... Gotta love relatives like that. :-) 


Currently I'm trying to finish a long term consulting contract which 
has me on the road almost constantly, (10 months so far...) thus very 
little time for BA toys like this. 

I have no idea what this is worth (if anything) but 

I sure have no use for it, and it is too complete and nice to 

scrap for parts. 


So if you have always wanted one of these darn things, drop me line. 
I'll be happy to consider swaps (with cash added) for any National 
NC-100 variant I don't already have. HRO-60 coil sets I'm looking for 
include the type "J" or any other interesting old National stuff.... 


-Larry 


# Larry Ware, a National Coil-Catacomb nut. 

# Admirer, Collector, Restorer of National Radio Company 
d# receivers and other artifacts. 

# Orlando, Florida 

# larry@waywardhome.com 


Message-ID: <38B95502.CAA813CA@core. com> 

Date: Sun, 27 Feb 2000 10:46:58 -0600 

From: George Sieverson <k9gdt@core.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: VSS Information Request 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Greetings Fellow Filamentarians, 


I hope everyone will forgive this half off topic post, but I 
don't know who better to ask than this esteemed group. Is the 
Vintage Solid State (VSS) list server still in operation? If 
so, does anyone know how to subscribe? My information appears 
to be obsolete. Thanks. 


Okay, so that was 2/3 off topic. <sheepish grin> Ducking, 
running and hiding now. 


73 'n cheers 'n beers, 

- George 

KAKA KIKI IK KAKI KI IK IKK IKI IKK IKI IK I IK IKI IK III IK I III 
Web Page: http://www.qsl.net/k9gdt/index.htm 
(Radio Page - BA's & Homebrew) Updated 2/23/00 
Home of the new Cubic Mini-Museum 

KAKA KIKI IK IKK IKI IK IKK IKK IK IKI IK III IKI IK II IK I I I 


From: "Grant Youngman" <nq5t@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sun, 27 Feb 2000 10:56:29 -0600 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 

Content-transfer-encoding: 7BIT 

Subject: Tube Test Data for 6688 

Message-Id: <20000227165705.RQDB16243.1h2.rdc2.tx.home.com@c885064-a> 


Gents .. 


Does anyone have test setup data for the 6688 for a Hickok 800A tester? I 
suppose it would be the same for a 600, 533, and others as well. 


There are a pair of 6688/E180F in my RA-17C, but have no info for testing. 
I can puzzle through the switch settings, that doesn't help with the "english" 
and bias adjustments. 


Thanks ... Grant 


Grant Youngman / NQ5T 
nq5t@home.com 

http://www. globeking.com 
Double Oak, TX -- nr Dallas 


Message-ID: <38B97593.988A3602@idirect.com> 
Date: Sun, 27 Feb 2000 14:05:56 -0500 

From: Jerry Proc <jproc@idirect.com> 
MIME-Version: 1.0 

CC: boatanchors@theporch.com 

Subject: Re: British sets 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

To: Old Tube Radios <boatanchors@theporch.com> 


> someone said: 

> . Look at the TR-1154(?), 

> >>which became SCR-522- a hulking, black lump of a radio. 
> DD>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>> 


The SCR522 was developed from the British TR1133 set. Americans adapted the set 
by expanding from 1 to 4 crystal controlled channels, expanded the upper 
frequeny range from 124 to 156 MHz and re-tooled the set so it could be 
produced by US manufacturers. 


Regards, 
Jerry Proc VE3FAB jproc@idirect.com 
Web: www3.sympatico.ca/hrc/haida 


HMCS HAIDA Historic Naval Ship, Toronto Ontario 


Message-Id: <3.0.5.32.20000227141615.007cfeQ0@miavx1.muohio.edu> 
Date: Sun, 27 Feb 2000 14:16:15 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
Subject: Re: 4kK-Ultra help needed 

Cc: "boatanchors@theporch.com" <boatanchors@theporch.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi Ed, 

Doesn't sound to me like your 8877 is bad. Soaring grid current with low 
plate current and power output is usually a symptom of an underloaded tube. 
Pi-L tank circuits are a bit tricky to tune. Here's the procedure you might 
try: Set your multimeter on the grid current position. Increase your drive 
power until the grid current starts to soar. Then, instead of backing off 
the drive, increase the loading (by DEcreasing the load capacitance) a bit. 
Increasing the loading will drive down the grid current. Make sure to keep 


the plate current dipped, as you do this. (Don't worry about hurting the 
tube. As long as the plate is dipped and the grid current is under about 75 
mA, the tube will be fine.) 


Then increase the drive power still higher, until the grid current starts 

to soar again. Then increase the loading some more and keep repeating the 
process. As you do this, you'll find that the dipped plate current keeps 
rising, as will your power output. Eventually, you'll find a point where 

the power output is normal for 1 Amp of plate current (the tube's max. 
rating) and the grid current is about 75 mA. That will be the proper 
operating for the 8877. If the plate voltage is 4000 V (I"m not sure what 

it is for a 4K-Ultra), then your power output at 1 Amp plate current should 
run about 2500W. I hope you have a BIG dummy load! Don't do this on the air! 


I suppose your 8877 COULD be bad, but I'd be surprised. I wouldn't despair 
yet! 


73% 


Jim Garland W8ZR 


.At 11:07 AM 2/26/2000 -0500, you wrote: 

>Is their a way to test an 8877 (3CX1500A7) with a Hickok 633A? I'm using it 
>in a Henry 4K-Ultra amplifier, and when the output reaches about 350 watts, 
>the grid current starts to skyrocket, at the same point, and the output 
>levels off. The idle current is about half of what it should be too. I'm 
>suspecting a bad tube. 

>73 Ed, 

>AA8TV 


Message-Id: <4.2.2.20000227073739.00ce6100@mail.sover.net> 
Date: Sun, 27 Feb 2000 07:40:13 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Michael Crestohl <mc@sover.net> 

Subject: FS: E F Johnson Electronic T-R Switch 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


This looks to be new-unused and comes complete with a spare RCA 6BL7 tube. 


$75.00 plus shipping. 


If interested please reply by e-mail. 
73, 


Michael Crestohl, WRC 
mc@sover.net 


Message-Id: <3.0.6.32.20000227154706 .0087be40@mail2.coastalnet.com> 
Date: Sun, 27 Feb 2000 15:47:06 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Al Parker <anchor@coastalnet.com> 

Subject: Re: AN/GSC-T1 Code training set 

Mime-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


Larry, 

Your ISP may have a problem, I've tried to respond several times. 
Let me know if it gets going. 
73 


Al, W8UT 

New Bern, NC 

BoatAnchors appreciated here 
anchor@coastalnet.com 


And remember; "-They don¥t make tubes nowadays like they used to..." 


Message-ID: <38B99ED5.4DFAB253@hal-pc.org> 
Date: Sun, 27 Feb 2000 16:01:57 -0600 

From: Tom Smith <tsmith@hal-pc.org> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: [R-390] 389/391 Tag #'s 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


My R389 is also contract 14214-PH-51-93 and is a 500s serial number 
Tom Nicholson wrote: 


I've noticed that The R-389 that I have also has the 
same contract # that was listed for 391's 


R-389 14214-PH-51-93 


Also this has Ser# 32 which makes me wonder about the 
starting from Ser# 100 or last contract. Seems like the 
harder one looks the less clearer it gets? :-) 


Tom N. 


Visit www.qgth.net to subscribe/unsubscribe OR 
send mail to majordomo@qth.net 

with the BODY of the message containing: 
unsubscribe r-390 


VV VV VV VV VV VV 


Date: Sun, 27 Feb 2000 14:08:02 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 
From: jan@skirrow.org 

Subject: Re: Tube Test Data for 6688 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Message-Id: <E12PBqg-0000Gy-00@mail.islandnet.com> 


At 10:56 AM 2/27/00 -Q600, Grant Youngman wrote: 

>Gents .. 

> 

>Does anyone have test setup data for the 6688 for a Hickok 800A tester? I 
>suppose it would be the same for a 600, 533, and others as well. 

> 

>There are a pair of 6688/E180F in my RA-17C, but have no info for testing. 
> I can puzzle through the switch settings, that doesn't help with the 
"english" 

>and bias adjustments. 


Hi Grant ... 


I'm not positive the settings on my Hickok (equiv to a 539) will work - but 
what the hey! 


6.3v EV27918 Bias: 1.2 Fen: Lo-30 Min Trans: 8800 


My experience with this tube is that it is nothing but trouble. I had one 

in an Racal that didn't work but tested good. It is an odd choice, and for 
some reason the circuit is marginal. You may have to buy several and pick 

the one(s) that work best. You may find it easier to use a scope to check 

that the circuit is doing what it's supposed to, as the tube tester seems 

unreliable for these tubes. 


A Racal I worked on recently had two bad tubes - both 6688s. 
Good luck! 


Jan 


. in beautiful British Columbia, Canada 


xxx Please note that my email address has changed from xxx 
KKK dma@islandnet.com to jan@skirrow.org kK 


Message-ID: <38B99FAD.F815F753@hal-pc.org> 
Date: Sun, 27 Feb 2000 16:05:33 -0600 

From: Tom Smith <tsmith@hal-pc.org> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: [Racal] Tube Test Data for 6688 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Grant, the setup for the 6688 on the 539B is as follows: 
6.3 EV-2791-8 bias 0.4 P4 Range C 7000 min. 


Tom NSAMA 
Grant Youngman wrote: 
Gents .. 


Does anyone have test setup data for the 6688 for a Hickok 800A tester? I 
suppose it would be the same for a 600, 533, and others as well. 


There are a pair of 6688/E180F in my RA-17C, but have no info for testing. 
I can puzzle through the switch settings, that doesn't help with the "english" 


and bias adjustments. 


Thanks ... Grant 


VV VVVV VV VV MV 


Vv 


Grant Youngman / NQ5T 
nq5t@home.com 

http://www. globeking.com 
Double Oak, TX -- nr Dallas 


VV VV 


> To leave Racal , send mailto:majordomo@qth.net 
> with the BODY of the message containing: 

> 

> unsubscribe racal 


End of BOATANCHORS Digest 2816 
KKK KKK KKKKK IIA KKK IK IKKE KKK 


